The characteristics of the envelope of a building determine, together with other factors, its consumption of energy. Additionally, the climate zone and insulation material may vary the minimum insulation thickness of walls and roofs, making it different, according to cooling down or warming up the home. Spanish legislation establishes different maximum values for energy demand according to different climate area both for heating and for cooling. This paper presents the results of a study that determines the influence of many variables as the climate zone or the orientation, among others, in the optimization of thickness insulation in residential homes in Spain to reduce the CO 2 emissions embodied. To do that, 12 representative cities in Spain corresponding to different climate zones, four orientations, two constructive solutions, and four different configurations of the same house have been combined, for three different hypotheses and four insulation materials, resulting in 4608 cases of study. The results show that, under equal conditions on energy demand, the optimal insulation requirements are determined by heating necessities more than by cooling ones. In addition, a higher insulation thickness need does not necessarily mean more CO 2 emissions, since it can be compensated with a lower Global Warming Potential characterization factor that is associated to the insulation material. The findings of this study can serve to designers and architects to establish the better combination of the variables that are involved in order to minimize the CO 2 emissions embodied during the construction phase of a building, making it more energy efficient.
Introduction
Urban growth following the central years of the "real estate bubble 1998-2007" [1] has produced significant change in Spain in terms of building densities, which fell to substantially below 35 dwellings per hectare [2] . Current legislation, far from restricting the expansion of the urban by occupation of the rural space, promotes it by deregulating the use of undeveloped land [3] . Lower urban densities, high losses of non-urban land covers, the depopulation of metropolitan inner cores, and the expansion of transportation infrastructures confirm the generalization of the dispersed urban model, in which the importance of single housings is highlighted [4, 5] .
The upward trend in energy prices is growing [6] , parallel to this disproportionate development of urban society, which makes it necessary to implement measures that are aimed at optimizing demand and promoting energy saving and efficiency [7] . In this respect, dwellings, like all other buildings, the orientation, the constructive solution for faҫade and roof, and the compactness of the building, as well as the insulation material and its thickness.
The originality of the research that is presented in this paper consists in the fact that we have considered different variables that have a substantial influence on the determination of the envelope of the building (climate zone, orientation, compactness, constructive solution, insulation material, and energy demand), in order to determine the insulation thickness needs for each case. This way, for a given climate zone, the builders and designers can select the best combination of the variables in order to minimize the embodied CO 2 emissions of the building during its construction phase. Economical aspects are not to be left out of the considerations, since they may affect the final decision. Nevertheless, the difference in cost of implementing the most effective solution in terms of reducing CO 2 emissions and its possible compensation with the savings derived from a minor energy consumption during the use phase of the building is out of the scope of this study and it will be the subject of subsequent research. In addition, the energy requirements for the use phase of the building and the possibility to satisfy them with renewable energies (solar thermal and photovoltaic energies, for example) will also be the subject of further researches.
The paper is structured, as follows. Section 2 presents the method used, establishing the three calculation hypotheses and describing the software used, choosing the location from the climate zones and their orientation, defining the characteristics of the building (compactness and constructive solutions), and selecting the insulation material. Section 3 shows the main results that were obtained of the study, including the thickness of the insulation for each climatic zone, orientation, compactness, constructive solution, and demand hypotheses, as well as their emissions. The major findings are also highlighted and contextualized, discussing them with the literature review made. Section 4 concludes the paper, summarizes the contributions, and proposes further research continuations.
Method

Calculation Procedure and Software Used
The unified tool LIDER-CALENER (HULC) is used in order to assess the energy demand [33] . HULC is the official energy certification tool in Spain, although other homologated tools can also be employed. This tool includes a graphical interface for a three-dimensional (3D) representation of buildings and it performs an hourly simulation considering a transitional regime, while taking into account thermal coupling between adjacent zones and thermal inertia, thanks to its calculation engine, called S3PAS, following the procedure from the ISO 52016-1:2017 standard [34] .
There are three demand hypotheses that have been established for each situation (1536 scenarios from 12 climate zones, four orientations, two constructive solutions, and four compactness), making a total of 4608 case studies:
• H1: Compliance with the minimum legal requirements derived from the DB-HE of the CTE. Hypothesis 1, as shown in Table 1 , establishes four different heating demands (a basis of 15 kWh/m 2 per year for climate zones A and B, almost 30 kWh/m 2 for climate zone C, and slightly above 40 and 60 kWh/m 2 for climate zones D and E, respectively, as explained in the next section). Regarding cooling demand, only two requirements are stated (15 kWh/m 2 per year for climate zones 1, 2, and 3, and 20 kWh/m 2 for climate zone 4, as explained in the next section). 60. 4 15 Units in kilowatts hour per square meter per year (kWh/m 2 y).
Spanish legal requirements, which fix the maximum energy demand, generate a gap in energy consumption that is faced by final users from some climate zones, especially D and E ones. On the contrary, the hypothesis 3, which is based on the requirements of the Passivhaus standard [35] , limits the heating and cooling demand to 15 kWh/m 2 per year each. Given the fact that letter indicates the severity of the winter, whereas the number indicates the severity of summer, for the same winter severity (as explained in the next section), this constraint is detrimental to users in moderate summers as compared to colder ones. Hypothesis 2 is proposed to mitigate this, while considering a joint demand for heating and cooling, aggregating them up to a limit of 30 kWh/m 2 per year.
The procedure has been the following: starting with an initial insulation thickness of 0 mm (both for the façade and for the roof and the ground floor), the energy demand has been calculated and compared to the limits by hypothesis. If the energy demand is under the limits, then an increase in insulation thickness of 5 mm is considered and the process is repeated again. The process continues with an incremental insulation thickness of 5 mm until the limits for each of the hypotheses considered are reached. The incremental insulation thickness of 5 mm has been chosen according to the commercial availability on the market. Other parameters must be taken into account once the insulation thickness for each of the hypotheses considered is fixed, and before the energy demand is determined, according to the characteristics of the building (compactness and constructive solutions), and the other variables considered (orientation, climate zones, block shadows, and so on).
The gains and losses are considered by HULC according to the detailed method of the ISO 52000-1:2017 standard [36] , and depend on the type and thickness of insulation, infiltration, orientation, and climate zone, among other variable elements. They also depend on the fenestration, thermal bridges, and ventilation, which remain invariable in this study. Besides, both thermal bridges and ventilation are calculated by the DB-HE of the CTE [22] . Ensuring continuity in the insulation of the constructive elements union solves thermal bridges. In the case of ventilation, the minimum required flow rate is 33 liters per second (intake and extraction), which means 0.27 renovations per hour.
Climate Zones
The Köppen Climate Classification is chosen in order to identify the climate zones within mainland Spain. This classification, published in 1900, is still one of the most widely classifications systems used for climate studies in the world. According to this, based on the average monthly values for precipitation and air temperature, the climate zones are characterized by a combination of a letter by the climate severity of winter and a number by the climate severity of summer.
For this study, 12 provinces (represented by their capitals) in mainland Spain have been chosen, whose selection is due to its representativeness from their climate zones by their population. Table 2 shows the selected provinces for the study, as well as the climate zone, the altitude of their capitals, their population, and their percentage over the total population of mainland Spain. Table 2 . Characteristics of the cities object of the study [37] . 
Orientation
Orientation influences the energy consumption of a building, and the election of an accurate orientation, together with the correct location and landscaping changes, may decrease its energy consumption [38] . For this study, in order to consider different advantage of solar power depending on the orientation of the building due to different shadow, and also to analyze the influence of this parameter on the results of insulation thickness needs, the four cardinal orientations have been selected, following the wind rose: North (N), East (E), South (S), and West (W).
Characteristics of the Building
All of the buildings considered for this study belong to the category of semidetached houses, joined in a dwelling unit. Each semidetached building consists of three different floors (ground floor, first floor, and roof floor). It can be noted that the same housing units compose all of the studied models). At the ground floor, we can find the dining room, the kitchen, the living room, one bath, and the pantry, apart from the entrance to the house and the ground floor stairs. At the first floor, we can find three bedrooms, two bathrooms, and the first floor stairs. Finally, at the roof floor, there are the roof floor stairs and the access to the deck. Each dwelling unit is made up of three shared median walls and a faҫade one limiting with the public domain. The block presents a number multiple of four 
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Selection of the Insulation Material
The correct choice of the insulation material is relevant when improving the energy-efficiency of the buildings. Different materials can be used to provide similar functions in buildings but the related energy-use and emissions could vary widely [39] . Most commonly used insulation materials in building industry are fiberglass, stone wool (also known as mineral wool or rock wool), glass wool, cellulose fiber, expanded polystyrene (EPS), extruded polystyrene (XPS), polyisocyanurate (PIR), and polyurethane (PUR) [39, 40] .
For this study, the four commonly insulation materials used have been chosen. The choice has been made according to the state-of-the-art review, where four types of insulation materials have been identified as the most commercialized for building: derived from petroleum (for example, PUR and PIR), polystyrenes (XPS and EPS), minerals (stone wool, glass wool, etcetera), and natural or ecological ones (expanded cork, wood fibreboard, etcetera). According to this, one insulation material of each type has been chosen for this study: Extruded Polystyrene (XPS), Polyurethane foam (PUR), Stone Wool (SW), and Expanded Cork (EC). Table 4 shows the characteristics of insulation materials considered, from Environmental Product Declarations that will be used to determine CO 2 emissions according to their insulation thickness needs. As stated before, two different constructive solutions have been considered for the roof and for the façade wall, whereas the intermediate floor, ground floor, medium walls, and partition walls are the same for both cases. The details for their components and layers are shown in Appendix A, Figures A1-A6. Table 5 includes the data for thermal transmittance (U-value) of the constructive elements detailed. Some of them have a fixed part (because they are invariable) and the others, a variable part, depending on the thickness and the insulation material, as shown in the Figures A7-A9, located in Appendix A. 
Results and Discussion
Sections 3.1-3.5 present the main results of CO 2 embodied emissions resulting from different insulation requirement needs according to different variable studied: climate zone, insulation material, orientation, constructive solution, and compactness, for the hypotheses H1, H2, and H3, respectively. Finally, a discussion is made in Section 3.6.
Appendix B includes all the results for calculations of different insulation requirement needs for each of the 4608 cases of study in order to reduce the amount of data and extract just the main results obtained from the study, making it more readable and understandable for the reader.
This way, Tables 6-10 show differences between CO 2 emissions in relation to the best possible value for each sequence, according to different variables, in a colour scale varying from blue to red. For each of the hypotheses considered two combinations of different variables have been taken into account: the set up that leads to the lowest CO 2 emissions possible, and the set up that leads to the higher CO 2 emissions possible, in order to analyse the results from both points of view.
Each sequence will be composed by different options, depending on the variable studied. For example, in the case of insulation materials, the options will be EC, SW, PUR, and XPS (as well as for the orientation will be the wind rose, for the compactness will be the four model studied and for the constructive solution will be the two referred in Appendix A). Besides, there will be as sequences as climate zones, set ups, and hypotheses.
For all of the tables, blue colour means situations where no insulation is needed (and consequently no CO 2 emissions derived from insulation is generated). On the other side, grey colour means situations where is not possible to realize this combination of variables due to constructive reasons (and, due to this, the calculation of CO 2 emissions is not applicable). Cells with no background colour indicate the reference value of CO 2 emissions for each sequence, and the rest of the cells will have a different colour, varying from green to red, depending on their difference with the reference value. In this way, the closer the colour of the cell is to light green, the lesser the difference regarding the minimum value of CO 2 emissions; on the other hand, the closer the colour of the cell to dark red, the higher the difference regarding the minimum value of CO 2 emissions.
Influence of the Climate Zone on CO 2 Emissions
The differences in the insulation needs depend first of all on the climate zone, as can be seen in Table A1a ,b, Table A2a,b and Table A3a ,b, in Appendix B. The results were shown to correspond to the minimum insulation thicknesses needed (in increments of 5 millimeters, from 0 to 200) to satisfy the energy demands defined in the hypotheses H1, H2, and H3, according to the rest of the variables considered. As the optimal insulation thickness needs are determined more by the needs of heating than for cooling, climate zones where winters are not severe (letters A and B), will need less insulation than climate zones where the winters are colder (letters C, D, and E).
While analyzing the results from the point of view of insulation thickness needs, we can observe that, for a given climate zone (this is the case of someone who wants to build a house in a determined place), XPS material results always in minor insulation material thicknesses than for the rest of materials considered, but in major insulation material emissions, as explained in the next section. These differences between insulation materials needs considerably increase with the degree of compactness, being the lesser compactness the higher differences among the insulation thickness needs. Nevertheless, although these needs also depend on the rest of variables (orientation and constructive solution), analyzing the results from the point of view of CO 2 emissions, the climatic zone is the main factor to be taken into account, as can be understood when analyzing Table 6 , which shows that the emissions increased in cold areas, especially for Hypotheses 2 and 3.
In Appendix B, Table A4a -c, Tables A5a-c and A6a-c present the results of CO 2 emissions for Hypotheses H1, H2, and H3, respectively. Expression "n.a" meaning: "not applicable" refers to the situations where the minimum insulation thickness to satisfy energy demand is not possible due to constructive restrictions and, therefore, calculations of CO 2 emissions have no sense. 
Influence of the Insulation Material on CO2 Emissions
If we analyze the results in terms of CO2 emissions, we can observe how, although the recommendations for orientation, compactness, and constructive solution are the same (that is to say, always the combination of North orientation, constructive solution 1, and building Model 1 will result in lower CO2 emissions; on the other side, the combination of West orientation, constructive solution 2, and building Model 4 will result in more CO2 emissions, under equal conditions for the rest of variables), the recommendation for the insulation material changes.
The higher insulation thickness that is required to satisfy an energy demand fixed in the case of expanded cork (instead of the minimum thickness need from the extruded polystyrene), as observed in Tables B1a to B3b , is compensated with its lower Global Warming Potential (GWP) factor, as a result, giving appreciably less CO2 emissions. This difference increase with the needs of insulation material, so, in order to reduce CO2 emissions during the construction phase, expanded cork is always preferable, if possible. Table 7 shows the increase of CO2 emissions according to the insulation material, for the different climate zones and hypotheses that were considered. The insulation material that generates lower emissions is always the expanded cork. The second one is the stone wool and the third, the polyurethane. The worst is always the extruded polystyrene. However, thanks to its lower thickness needs, it is the most applicable in the cases in which other materials cannot satisfy the demands that are required.
Influence of the Orientation on CO2 Emissions
Regarding the orientation, Tables B1a to B3b in Appendix B show that West orientation is always the most insulation demanding independent of the climate zone, the compactness, the constructive solution, and the insulation material, being the needs higher as long as the compactness of the building decreases. At the same time, the North orientation is also the least insulation demanding. Table 8 shows the increase of CO2 emissions according to the orientation, for the different climate zones and hypotheses considered. The orientation that generates lower emissions is always the North. The second one is the East and the third, the South. The worst is always the West orientation. It implies that the North orientation is the most applicable and the West is the orientation in which more cases are not possible. However, sometimes the North and East tie, as well as South and West, due to being included in the same step thickness.
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Influence of the Orientation on CO 2 Emissions
Regarding the orientation, Table A1a ,b, Table A2a,b and Table A3a ,b in Appendix B show that West orientation is always the most insulation demanding independent of the climate zone, the compactness, the constructive solution, and the insulation material, being the needs higher as long as the compactness of the building decreases. At the same time, the North orientation is also the least insulation demanding. Table 8 shows the increase of CO 2 emissions according to the orientation, for the different climate zones and hypotheses considered. The orientation that generates lower emissions is always the North. The second one is the East and the third, the South. The worst is always the West orientation. It implies that the North orientation is the most applicable and the West is the orientation in which more cases are not possible. However, sometimes the North and East tie, as well as South and West, due to being included in the same step thickness. 
Influence of the Constructive Solution on CO 2 Emissions
Constructive solution for the roof and façade wall also has an influence on the CO 2 emissions, always being preferable the constructive solution 1, under equal conditions of the rest of variables, since the needs of insulation are lower. It can be noted that the constructive solution 1, as can be checked in the Figures A1a and A4a, presents a more modern solution both for the façade and for the roof (ventilated faҫade and floating roof) than the traditional ones that are represented in the constructive solution 2 (as shown in Figures A1b and A4b). Table 9 shows the increase of CO 2 emissions, according to the constructive solution, for the different climate zones and hypotheses considered. Table 9 . Increase of emissions due to the constructive solution for the best and worst set ups.
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Influence of the Compactness on CO2 Emissions
As observed in Tables B2a to B3b in Appendix B, as the compactness of the building diminish, and, depending of the hypotheses considered, it could be possible that the maximum insulation thickness cannot be enough to satisfy the energy demand in those climate zones where the winter is extreme. The situation arrives to that point that, for the hypotheses 3 (Passivhauss Standard), it is not possible to satisfy energy demand in any of the 128 cases that were analyzed for the climate zone E1. Table 10 shows the increase of CO2 emissions according to the compactness, for the different climate zones and hypotheses considered. Model 1 generates, in all of the climate zones and for the three hypotheses considered, lower emissions than the other configuration models. This can be noted, since it is the reference base to calculate the differences with the rest of the models, except in those cases where it is not possible to build that configuration due to constructive reasons. 
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It is useful to present an overview of buildings' thermal balance with respect to energy gains and losses, checking ventilation and infiltration, heat gains, and transmission through the envelope before 
Discussion
It is useful to present an overview of buildings' thermal balance with respect to energy gains and losses, checking ventilation and infiltration, heat gains, and transmission through the envelope before discussing the results of insulation thicknesses and CO 2 emissions. Among the 4608 study cases, two from 4008 applicable cases are shown in Tables 11 and 12 as an example (600 of them are not possible due to constructive limitations in which insulation thicknesses are not enough), corresponding to the Hypothesis 2, from Madrid (D3) and Barcelona (C2). In total, we have analyzed 4608 cases of study (1536 cases by hypothesis), corresponding to 12 climatic zones, four main orientations, four models of construction, two constructive solutions, four insulation materials, and three energy demand limitation hypothesis. The results show that just 4008 case studies could really run, from the constructive point of view, given that the 600 remaining cases would require thickness insulation that is incompatible with the constructive characteristics of the building. All of the 600 cases where it was not possible to meet energy demand requirements correspond to the hypothesis H2 (162), and especially to hypothesis H3 (438 cases). However, in many of those cases it would be enough with a small adjustment that allowed a few extra millimeters of insulation in certain cases, in order to achieve compliance with the requirements. Table 6 has shown the variability of the emissions that were generated to satisfy a specific heating and cooling demand (hypotheses H1-H3), according to the climate zone in which the building is located. For the H1 scenario, these emissions are doubled in the best scenario and tripled in the worst scenario. However, for hypotheses H2 and H3, the differences increase a lot (almost multiplied by ten times). Subsequently, Tables 7-10 show the contribution of the other factors, once a location is fixed. The compactness and the insulation material also have a major influence on the amount of emissions generated. Next, orientation and the constructive solution for the envelope exert a minor but significance influence.
Conclusions
In general, it is concluded that the optimal insulation thickness are determined more by the needs of heating than for cooling, even in the most severe summer climates needs. On the demand for energy, in the case of H1, values established by CTE result in similar thicknesses independently of the climate zone, and therefore the costs due to insulation during the construction phase are similar. Nevertheless, this will increase the costs of energy during the use phase of the building, punishing the inhabitants of cold spots due to its higher energy demand for heating. On the contrary, while considering the H3, the users of temperate zones are penalized, given that energy demand for cooling in cold areas is very low. Here follows that the intermediate hypothesis, H2, which tries to balance the joint demand during the phase of use of the building, may be the most optimal when regular energy demand limitations, given that these, and therefore, consumption (and their associated costs), they are similar, both in temperate and in cold-zones. For this case, it would be interesting to determine the satisfaction of the energy demand exclusively with renewable energies.
With regard to CO 2 emissions, and analyzing the results according to the compactness of the building primarily, it is observed that the model 1, regardless of the climatic zone, the orientation and the scenario, always generates less emissions than the rest of the models, for all cases. In terms of the influence of the orientation, regardless of the climatic zone, compactness of the building, constructive solution, and scenario, the orientation W is always that generates a greater number of emissions. These differences can reach up to 57% for the same climatic zone. This can be taken into account by the designers and builders in order to minimize the emissions from the stages of design and construction of the buildings due to the insulation of the envelope. Additionally, the material has influence on the amount of CO 2 emissions, since, as stated before, using expanded cork instead of XPS can reduce the total amount of CO 2 emissions during the construction phase of the building, although the needs for this material are higher, due to its lower GWP factor.
It must be recalled that increased consumption means, not only an increase in CO 2 emissions during the phase of use of the building, but also an increase of the costs for the users of the same, due to the increase in their electric bills. From this point of view, other future research can be done in order to incorporate a cost analysis to determine the influence of the different variables that are considered into the final cost of the electricity, with the aim of minimizing it. It will be also interesting to analyze, from an eco-efficiency point of view, the costs of fabrication, installation, and maintenance for different materials, which will be material for further research. Other research include the extension of the scope in order to include lighting requirements, and the inclusion of active measures, such as the use of photovoltaic and/or solar thermal energy. 
Appendix B
Appendix B includes all the results from the 4608 cases studied, both for insulation thickness requirements and for embodied CO2 emissions. 
Appendix B includes all the results from the 4608 cases studied, both for insulation thickness requirements and for embodied CO 2 emissions. E  S1  15  15  15  20  15  15  15  20  30  35  40  50  30  35  40  50   S2  20  20  20  30  20  25  30  35  30  35  40  50  35  40  45  55   S  S1  15  15  15  20  15  15  15  20  35  40  45  55  35  40  45  55   S2  20  20  20  30  20  25  30  35  40  45  50  65  40  45  50  65   W  S1  15  15  15  20  15  15  15  20  40  45  50  65  50  55  60  80   S2  20  20  20  30  20  25  30  35  45  50  55  70  55  60  65  85   B4   N  S1  10  10  10  15  15  15  15  20  25  30  35  45  30  35  40  50   S2  15  15  15  20  20  20  20  30  30  35  40  50  35  40  45  55   E  S1  15  15  15  20  15  15  15  20  30  35  40  50  30  35  40  50   S2  20  20  20  30  20  25  30  35  30  35  40  50  40  45  50  65   S  S1  15  15  15  20  15  15  15  20  35  40  45  55  35  40  45  55   S2  20  20  20  30  20  25  30  35  35  40  45  55  40  45  50  65   W  S1  15  15  15  20  15  15  15  20  40  45  50  65  50  55  60  80   S2  20  20  20  30  20  25  30  35  45  50  55  70  55  60  65  85   C1   N  S1  20  20  20  30  20  25  30  35  40  45  50  65  50  55  60  80   S2  20  25  30  35  20  25  30  35  45  50  55  70  55  60  65  85   E  S1  20  20  20  30  20  25  30  35  40  45  50  65  50  55  60  80   S2  20  25  30  35  25  30  35  45  45  50  55  70  55  60  65  85   S  S1  20  20  20  30  20  25  30  35  50  55  60  80  55  60  65  85   S2  20  25  30  35  25  30  35  45  55  60  65  85  60  65  70  95   W  S1  20  25  30  35  20  25  30  35  55  60  65  85  60  65  70  95   S2  25  30  35  45  25  30  35  45  60  65  70  95  65  75  85 105   C2   N  S1  15  15  15  20  20  20  20  30  40  45  50  65  45  50  55  70   S2  20  25  30  35  20  25  30  35  45  50  55  70  50  55  60  80   E  S1  20  20  20  30  20  25  30  35  40  45  50  65  45  50  55  70   S2  20  25  30  35  25  30  35  45  45  50  55  70  50  55  60  80   S  S1  20  20  20  30  20  25  30  35  45  50  55  70  50  55  60  80   S2  20  25  30  35  25  30  35  45  50  55  60  80  55  60  65  85   W  S1  20  20  20  30  20  25  30  35  50  55  60  80  65  70  80 100   S2  20  25  30  35  25  30  35  45  55  60  65  85  65  75  85 105 Table A1 . Cont. C3   N  S1  15  15  15  20  20  20  20  30  35  40  45  55  40  45  50  65   S2  20  20  20  30  20  25  30  35  40  45  50  65  45  50  55  70   E  S1  15  15  15  20  20  20  20  30  35  40  45  55  40  45  50  65   S2  20  20  20  30  20  25  30  35  40  45  50  65  45  50  55  70   S  S1  15  15  15  20  20  20  20  30  40  45  50  65  45  50  55  70   S2  20  20  20  30  20  25  30  35  45  50  55  70  50  55  60 E  S1  20  20  20  30  25  30  35  45  45  50  55  70  55  60  65  85   S2  20  25  30  35  25  30  35  45  50  55  60  80  65  70  80 100   S  S1  20  25  30  35  25  30  35  45  55  60  65  85  60  65  70  95   S2  25  30  35  45  30  35  40  50  60  65  70  95  65  75  85 105   W  S1  20  25  30  35  25  30  35  45  60  65  70  95  65  75  85 105   S2  25  30  35  45  30  35  40  50  65  70  80 100 75  85  95 120   D2   N  S1  20  20  20  30  20  25  30  35  45  50  55  70  55  60  65  85   S2  20  25  30  35  25  30  35  45  50  55  60  80  65  70  80 100   E  S1  20  20  20  30  20  25  30  35  45  50  55  70  50  55  60  80   S2  20  25  30  35  25  30  35  45  50  55  60  80  60  65  70  95   S  S1  20  25  30  35  25  30  35  45  50  55  60  80  55  60  65  85   S2  20  25  30  35  30  35  40  50  55  60  65  85  65  70  80 100   W  S1  20  25  30  35  25  30  35  45  55  60  65  85  65  75  85 105   S2  25  30  35  45  30  35  40  50  60  65  70  95  75  85  95 120   D3   N  S1  20  20  20  30  20  20  20  30  40  45  50  65  50  55  60  80   S2  20  25  30  35  20  25  30  35  45  50  55  70  55  60  65  85   E  S1  20  20  20  30  20  25  30  35  40  45  50  65  45  50  55  70   S2  20  25  30  35  25  30  35  45  45  50  55  70  55  60  65  85   S  S1  20  20  20  30  20  25  30  35  45  50  55  70  50  55  60  80   S2  20  25  30  35  25  30  35  45  50  55  60  80  60  65  70  95   W  S1  20  20  20  30  20  25  30  35  50  55  60  80  65  70  80 100   S2  20  25  30  35  25  30  35  45  55  60  65  85  65  75  85 105   E1   N  S1  15  15  15  20  20  20  20  30  35  40  45  55  40  45  50  65   S2  20  20  20  30  20  20  20  30  35  40  45  55  45  50  55  70   E  S1  15  15  15  20  20  20  20  30  35  40  45  55  40  45  50  65   S2  20  20  20  30  20  25  30  35  40  45  50  65  45  50  55  70   S  S1  15  15  15  20  20  20  20  30  40  45  50  65  45  50  55  70   S2  20  20  20  30  20  25  30  35  40  45  50  65  50  55  60  80   W  S1  15  15  15  20  20  20  20  30  40  45  50  65  50  55  60  80   S2  20  20  20  30  20  25  30  35  40  45  50  65  50  55  60  80 CZ (Climate Zone); O (Orientation); S (Constructive Solution). E  S1  15  15  15  20  15  15  15  20  30  35  40  50  30  35  40  50   S2  20  20  20  30  20  25  30  35  30  35  40  50  35  40  45  55   S  S1  15  15  15  20  15  15  15  20  35  40  45  55  35  40  45  55   S2  20  20  20  30  20  25  30  35  40  45  50  65  40  45  50  65   W  S1  15  15  15  20  15  15  15  20  40  45  50  65  50  55  60  80   S2  20  20  20  30  20  25  30  35  45  50  55  70  55  60  65  85   B4   N  S1  10  10  10  15  15  15  15  20  25  30  35  45  30  35  40  50   S2  15  15  15  20  20  20  20  30  30  35  40  50  35  40  45  55   E  S1  15  15  15  20  15  15  15  20  30  35  40  50  30  35  40  50   S2  20  20  20  30  20  25  30  35  30  35  40  50  40  45  50  65   S  S1  15  15  15  20  15  15  15  20  35  40  45  55  35  40  45  55   S2  20  20  20  30  20  25  30  35  35  40  45  55  40  45  50  65   W  S1  15  15  15  20  15  15  15  20  40  45  50  65  50  55  60  80   S2  20  20  20  30  20  25  30  35  45  50  55  70  55  60  65  85   C1   N  S1  20  20  20  30  20  25  30  35  40  45  50  65  50  55  60  80   S2  20  25  30  35  20  25  30  35  45  50  55  70  55  60  65  85   E  S1  20  20  20  30  20  25  30  35  40  45  50  65  50  55  60  80   S2  20  25  30  35  25  30  35  45  45  50  55  70  55  60  65  85   S  S1  20  20  20  30  20  25  30  35  50  55  60  80  55  60  65  85   S2  20  25  30  35  25  30  35  45  55  60  65  85  60  65  70  95   W  S1  20  25  30  35  20  25  30  35  55  60  65  85  60  65  70  95   S2  25  30  35  45  25  30  35  45  60  65  70  95  65  75  85 105   C2   N  S1  15  15  15  20  20  25  30  35  45  50  55  70  60  65  70  95   S2  20  25  30  35  25  30  35  45  50  55  60  80  65  70  80 100   E  S1  20  20  20  30  20  25  30  35  55  60  65  85  65  70  80 100   S2  20  25  30  35  25  30  35  45  60  65  70  95  65  75  85 105   S  S1  20  20  20  30  20  25  30  35  55  60  65  85  65  70  80 100   S2  20  25  30  35  25  30  35  45  60  65  70  95  70  80  90 115   W  S1  20  20  20  30  20  25  30  35  60  65  70  95  80  90 100 130   S2  20  25  30  35  30  35  40  50  65  70  80 100 S2  55  60  65  85  60  65  70  95  140 155 170  -200  ---D2   N  S1  45  50  55  70  55  60  65  85  120 135 150 195 145 160 175  -S2  50  55  60  80  60  65  70  95  125 140 155 200 200  ---E  S1  50  55  60  80  60  65  70  95  140 155 170  -150 170 190  -2  -S2  50  55  60  80  65  75  85 105 150 170 190  -----S  S1  55  60  65  85  60  65  70  95  145 160 175  -160 180 200  -S2  65  70  80 100 65  75  85 105 150 170 190  -----W  S1  60  65  70  95  65  70  80 100 145 160 175  -----S2  65  70  80 100 70  80  90 115  --------D3   N  S1  55  60  65  85  65  70  80 100 145 160 175  -----S2  65  70  80 100 70  80  90 115 160 180  ------E  S1  60  65  70  95  70  80  90 115 150 170 190  -----S2  65  70  80 100 75  85  95 120  --------S  S1  65  70  80 100 70  80  90 115 165 185  ------S2  80  90 100 130 80  90 100 130  --------W  S1  65  75  85 105 80  90 100 130  --------S2  85  95 105 135 90 100 110 145  --------E1   N  S1  70  80  90 115 80  90 100 130 145 165 185  -----S2  80  90 100 130 90 100 110 145 200  -------E  S1  75  85  95 120 90 100 110 145 170 190  ------S2  80  90 100 130 100 110 120 155  --------S  S1  80  90 100 130 90 100 110 145 200  -------S2  90 100 110 145 105 115 125 165  --------W  S1  85  95 105 135 100 110 120 155 200  -------S2 100 110 120 155 105 120 135 170  ------ S2  15  15  15  20  20  20  20  30  30  35  40  50  35  40  45  55   E  S1  15  15  15  20  15  15  15  20  30  35  40  50  30  35  40  50   S2  20  20  20  30  20  25  30  35  30  35  40  50  35  40  45  55   S  S1  15  15  15  20  15  15  15  20  35  40  45  55  35  40  45  55   S2  20  20  20  30  20  25  30  35  40  45  50  65  40  45  50  65   W  S1  15  15  15  20  15  15  15  20  40  45  50  65  50  55  60  80   S2  20  20  20  30  20  25  30  35  45  50  55  70  55  60  65  85   B4   N  S1  10  10  10  15  15  15  15  20  25  30  35  45  30  35  40  50   S2  15  15  15  20  20  20  20  30  30  35  40  50  35  40  45  55   E  S1  15  15  15  20  15  15  15  20  30  35  40  50  30  35  40  50   S2  20  20  20  30  20  25  30  35  30  35  40  50  40  45  50  65   S  S1  15  15  15  20  15  15  15  20  35  40  45  55  35  40  45  55   S2  20  20  20  30  20  25  30  35  35  40  45  55  40  45  50  65   W  S1  15  15  15  20  15  15  15  20  40  45  50  65  50  55  60  80   S2  20  20  20  30  20  25  30  35  45  50  55  70  55 130 145 160  -145 160 175  ---------S2 150 170 190  -165 185  ----------E  S1 135 150 165  -160 180 200  ---------S2 155 175 195  -200  -----------S  S1 145 160 175  -165 185  ----------S2 180 200  --------------W  S1 155 175 195  -180 200  ----------S2  ----------------D3   N  S1 115 130 145 185 125 140 155 200  --------S2 125 140 155 200 135 150 165  ---------E  S1 120 135 150 195 135 150 165  ---------S2 135 150 165  -150 170 190  ---------S  S1 125 140 155 200 145 160 175  ---------S2 145 165 185  -160 180 200  ---------W  S1 140 155 170  -150 170 190  ---------S2 165 185  --170 190
XPS PUR SW EC XPS PUR SW EC XPS PUR SW EC XPS PUR SW EC
CZ (Climate Zone); O (Orientation); S (Constructive Solution); -Thickness not enough to satisfy demand. 
